@Qcotex

Code: E40 - 137/152cm

Overview

@Aecotex can be backlit, be used as wall paper/coverings on ceilings, it

can be re-positioned and re-used over again due to the repositional
adhesive.

The fabric has been coated which enables it to be printed with Eco-
Solvent, UV, and Latex Inks.

Applications

Creative Textiles

It can be used for interior decoration, advertisement and point of
sale which include art murals, wall and door coverings, window
displays, elevators door coverings, vehicles, windows Backlit Light
Box.

Physical Properties

Property Unit
Weight: 300gsm +/-10
Thickness (um): 300um +/-20
Construction/Type: Woven
Substrate Colour: White
Printable Sides: 1
Width: 1370, 1520 mm
Length: 30 m per roll
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0 Although the data here is believed to be accurate, each user is advised to make their own

determination as to whether the described product is appropriate for a particular application or use.

C O R l T E. X Whether such a use will comply with all applicable laws or regulations and whether such use will not

AT R PHETHICTS infringe the intellectual property rights of a third party.

Coritex (Pty) Ltd - ABN No. 15 163 842 162
1A 26-28 Phillips Road, Kogarah, New South Wales, 2217, Australia - Tel: +61 (0) 2 9587 5782 - Fax: +61 (0) 2 9475 5474
19 Hartley Road, Wonga Park, Victoria, 3115, Australia —Tel: +61 (0) 3 9722 2926
Email: sales@coritex.com.au - Website: www.coritex.com.au

Directors: JPA Kumpers (Managing), SG Lavery (Financial), NG van der Merwe




